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To build a model number for ordering: START WITH Model ADD ADD ADD
W x H x D MC Number Lamping Voltage Finish

PRESCOTT (photos on pages 130-131) Sample Model Number:  AEW1060-2N60-120-PT03

18" 6" 6" 10" AEW1060 2N60
2F26
2F32
1M70

24" 7" 6" 10" AEW1062 3N60
4F26
4F32
1M150

18" 7.5" 6" 10" AEW1064 2N60
2F26
2F32
1M70

24" 8.5" 6" 10" AEW1066 3N60
4F26
4F32
1M150

120
277

PT__
BAL
ABR
BBR

SPECIFICATIONS
Formed opal acrylic lens.
Fluorescent ballasts are integral and electronic.

Wet locations.

Metal halide ballast supplied for remote mounting.
Fixture requires recessed mounting
(backbox 4.5")               

FINISHES
PT__ Painted - include paint number
BAL Brushed aluminum
ABR Antique solid brass
BBR Brushed solid brass
_
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To build a model number for ordering: START WITH Model ADD ADD ADD ADD
W x H x D MC Number Lamping Voltage Finish Options

CENTERPOINT (photos on pages 132-133) Sample Model Number:  AEW1070-1T100-120-PT03

14" 14" 6" 7" AEW1070 1T100
1T150
1M39
1M70
1M150

14" 14" 6" 7" AEW1072 1T100
1T150
1M39
1M70
1M150

14" 14" 6" 7" AEW1074 1T100
1T150
1M39
1M70
1M150

14" dia. 6" 7" AEW1076 1T100
1T150
1M39
1M70
1M150

14" dia. 6" 7" AEW1078 1T100
1T150
1M39
1M70
1M150

120
277

PT__
BAL
ABR
BBR
CU
BCU

SSC
SBC

SPECIFICATIONS
Hinge and latch assembly for easy relamping. 
Latch tension adjustable for tamper resistance.
Metal halide ballasts supplied for remote mounting.

Wet locations.

Pattern 62 tempered glass side lenses.
Surface Mounts to a standard 4" 
octagonal junction box.
Fixture frame, hinge plate, and mounting plate
have a black anodized finish.

FINISHES
PT__ Painted - include paint number
BAL Brushed aluminum
CU Distressed raw solid copper, 

will patina naturally
BCU Brushed solid copper
ABR Antique solid brass
BBR Brushed solid brass
_
_

OPTIONS
SSC Surface mount 

splice compartment
SBC Surface electronic

ballast compartment

_
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To build a model number for ordering: START WITH Model ADD ADD ADD
W x H x D MC Number Lamping Voltage Finish

EASTLAND (photo on page 125) Sample Model Number:  AEW1090-1N75-120-PT03

7" 7" 8" 3.5" AEW1090 1N75
2F13

10" 10" 11" 5" AEW1092 1N100
1F42
2F26
1M70
1M100
1M150

120
277

PT__
ABR
CU

SPECIFICATIONS
Tempered prismatic glass bottom lens.
Formed solid metal housing.
Ballasts are electromagnetic (HPF).

Wet locations.

Mounts to a standard 4" octagonal junction box.
Metal halide ballast supplied for remote mounting.
Metal halide lamping requires lamps suitable for
restricted base sockets.

FINISHES
PT__ Painted - include paint number
ABR Antique solid brass
CU Distressed raw solid copper, will patina naturally

_

_
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FINISHES

The finishes shown here are printed representations of the

standard color selections available for Advent Architectural

Lighting products. There may be slight variations in color,

texture and finish between the samples shown here and 

the actual product finishes. Finish sample chips can be

requested by contacting us at finishes@spilighting.com.

PT01 Superwhite PT02 White PT03 Morning Light PT04 Warm White PT05 Putty

PT06 Warm Beige PT07 Light Taupe PT08 Medium Taupe PT09 Medium Gray PT10 Dark Gray

PT11 Black PT12 Dark Chocolate PT13 Warm Gray PT14 Light Gray PT15 Sage

PT16 Spruce PT17 Red PT18 Deep Red PT19 Blue PT20 Dark Green

PT40 Yellow PT41 Orange PT42 Sky Blue PT43 Teal PT44 Green

PT45 Purple

Paint Finishes
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FINISHES

HP01 Silver

PT21 Pearl White PT22 Platinum PT23 Aluminum PT24 Light Stainless PT25 Light Bronze

PT26 Yellow Brass PT27 Deep Copper

PT31 Medium Bronze PT32 Dark Bronze

PT28 Dark Stainless PT29 Red Brass PT30 Deep Red Brass

Metallic Paint Finishes

ABR Antique Solid Brass BBR Brushed Solid Brass PBR Polished Solid Brass CPBR Chrome Plated 
Solid Polished Brass

BAL Brushed Solid Aluminum

Solid Metal Finishes

Hand Painted Bowl and Lens Finishes

HP02 Beige HP03 Amber
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ARCHITECTURAL LIGHTING

Advent Decorative sconces, pendants,

chandeliers and ceiling 

luminaires for interior and 

exterior commercial 

environments.

THE SPI FAMILY OF BRANDS

PERFORMANCE ARCHITECTURAL LIGHTING

Renaissance Commercial interior pendants, 

chandeliers, sconces and 

ceiling luminaires with perform-

ance based optical systems 

incorporated in the design.

Options Performance based, 

fluorescent indirect lighting 

systems for low ceiling 

applications.

Phaces A family of ADA wall sconces 

utilizing metal halide and 

fluorescent sources with 

an optical system to provide 

optimal performance.
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PERFORMANCE LIGHTING SYSTEMS

Echo Asymmetrical lighting for 

indirect and direct commercial 

applications.

Lightruss A modular truss system 

providing a flexible and creative 

way to bring illumination to 

a wide variety of commercial 

applications.

IPS Fluorescent alternative to 

traditional H.I.D. high- and 

low-bay installations combining 

the advantages of fluorescent 

sources with architectural 

appeal.

Classics H.I.D. performance indirect 

pendants and wall-mounted 

luminaires for commercial 

applications.
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TECHNICAL DATA

Standard Remote Ballast Kit
Allows for remote mounting of the H.I.D. ballast 
for Advent products.

70, 100, 150, 175, 250, 400 watt
• Dual tap, 120/277 volt operation
• Encased and potted 
• Thermally protected
• HX-HPF design - 150 watt
• CWA-HPF design - above 150 watts
• End-mounting wiring compartment
• 16 gauge mounting legs
• Field assembly required

Ballast Kit Dimensions A B C
M70 3" 11.75" 3.25"
M100 3" 11.75" 3.25"
M150 3" 14.30" 3.25"
M175 3" 11.75" 3.25"
M250 3" 19.75" 3.25"
M400 3" 22" 3.25"

Maximum Distance, Lamp to Ballast (No. 12 wire)
M70 50 feet
M100 50 feet
M150 50 feet
M175 265 feet
M250 190 feet
M400 130 feet
Consult factory for additional information.

Custom Overall Height - OAH__
The overall height of the pendant and chandelier fixtures, indicated in the
catalog, has been determined based on the available lamping. Longer
stem lengths can be specified by selecting the OAH__ option. (The
desired Overall Height, in inches, should be indicated in the blank.) This
option changes the center stem length only. The additional details of the
multi-stem, chains, rods and cables will remain at their original size to
keep their scale relevant to the bowls and arms of the fixture. Consult
factory if shorter stem lengths are desired.

Ballast Canopy
Oversized canopies are used to
allow for remote ballast mounting
at the ceiling surface. Consult
factory for availability, profile and
dimensions.

Lamp Disposal Note
H.I.D. and fluorescent lamps contain Mercury (Hg). Dispose of these
lamps in accordance with Local, State and Federal laws.

Dimming, fluorescent - DM
• Dimming ballasts provide a dimming range down to 10% of full light 

output.
• The manufacturer of the ballasts used is at the discretion of SPI 

Lighting. For specific requests, consult factory.

International Market
50 and 60Hz ballasts are available in different voltages. Please consult
factory for specific information.

Ballast Sound
Magnetic H.I.D. ballasts may hum slightly due to the magnetic action in
the core and coil assembly. This hum may be amplified by the resonant
qualities of the ceilings, walls, floors or furnishings within the space.
Careful consideration of these components within the lighting design 
will ensure the quietest installation possible. For “library quiet” installa-
tions use remote mount ballasts or please consult factory for additional 
suggestions.

Certain H.I.D. fixtures may be available with electronic ballasts which are
class “A” sound rated.

Lamping
Lamping suffixes describe the quantity of lamps in a luminaire, the lamp
type, and the wattage per lamp.

Example: “4F39” indicates the luminaire contains four (4) fluorescent
lamps, with 39 watts per lamp.

DM (Dimming Ballast) “DM” indicates a dimming ballast is provided with
this lamping option. Example: 4F39DM

F Fluorescent
N Incandescent
T Tungsten Halogen
M Metal Halide

Options
Option suffixes describe additional features that can be incorporated into
specific standard luminaires. Refer to each products specification guide
data for availability or please consult factory with your inquires.

OAH__ Custom stem length (Provide desired overall height of lumi-
naire, expressed in inches, in the blank following “OAH”.)

45S 45 Swivel Canopy
SBA Sandblasted Acrylic Lens
TL Top Lens
BL Bottom Lens

A

B

4" Octagonal Outlet Box

Varies
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ROSELLE
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SANISH

SARATOGA
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SAWYER

SENECA

SUMMERFIELD

TURNER

VERONA

WHEATON

WHITEHALL

YORK

98 - 99

101

103

100
102

218 - 219

221

222 - 223

220
224

68 - 69
80 - 81

58 - 59

92 - 93
62 - 63

79

66 - 67

86 - 87

60 - 61

72 - 73

64 - 65

78

74 - 75

90 - 91
88 - 89

76 - 77
94 - 95

82 - 83

84 - 85
70 - 71

182 - 183
178 - 179

194

207 - 208
187 - 189

186

192

199 - 200

185

193

180 - 181

214

190 - 191

204 - 206
201 - 203

195 - 198
209

210

211 - 213
184

114 - 115
106

108

111

112
107
109

117

110
113

116

228 - 229
231

230

233

238
232
236

235

234
237

239

120 - 121

132 - 133

125

124

126 - 129
122 - 123

130 - 131

244

248

249

246

242 - 243
245

247

PENDANTS

PHOTOFIXTURE SPECS. PHOTO SPECS. PHOTO SPECS. PHOTO SPECS.

CHANDELIERS CEILING EXTERIOR

10 - 11
51

16 - 17
22

51

24
6 - 7
25

12 - 13
49

28 - 29

50
40 - 43

52 - 53
32 - 33

50
55

20 - 21
8 - 9

38 - 39

46 - 47
49
48
26
23

14 - 15

54
34 - 35
18 - 19

44 - 45
30 - 31

36 - 37
48

27

147
148

160
144

152

169
138
168
145
151
166

150
139 - 141

157
163
153
162

172 - 173
146
170

156
154
155
165
143
159

161
171
158

174
167

142
149

164

SCONCES

PHOTO SPECS.
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